
LAND ROVER
Engine Cyl Set Number Line

Application Model Bore CC Years Chrome Plain No

Discovery AJ41 (AJ8) 88.00 4394 05-09 S5399+ 3

Discovery (Diesel) 200 TDI 90.47 2496 1989 S5140+ 6

Freelander KRV6 80.00 2497 2002 S5229+ 2

Freelander 1.8 K18 80.00 1796 1998 S5096+ 1

Land Rover 2, 3 80 90.47 2286 58-81 C1125 P1125 7

Land Rover 90 (Diesel) 200 TDI 90.47 2496 1989 S5140+ 6

Range Rover AJ41 (AJ8) 88.00 4394 06-09 S5399+ 3

Range Rover 88.90 3528 68-76 C1467 P1467 4

Range Rover II 46D 94.00 4553 94-02 S5130+ 11

Range Rover II 42D 94.00 3950 94-02 S5130+ 12

Range Rover SD1 (low tension oil rings) Carburetor 88.90 3528 77-89 C1928 P1928 5

Range Rover SE, HSE V8 94.00 3950 94-ON S5130+ 12

Range Rover Vogue, EFI 35D, 36D,37D,38D 94.00 3950 88-98 C1921 9

Range Rover Vogue, EFI 40D 94.00 4250 93-95 C1921 10

Sport 92.50 2010 S5440+ 8

Line Bore Diameter Ring Size

No Application CC Set No Cyl Inch MM Comp Oil

1 Freelander 1.8 (1.8L) 1796 S 5 0 9 6   + 4 3.150 80.00 4 - 1.00 4 - 2.00

4 - 1.20

2 Freelander (2.5L) 2497 S 5 2 2 9   + 6 3.150 80.00 6 - 1.20 6 - 2.50

6 - 1.50

3 Range Rover (4.4L) 4394 S 5 3 9 9   + 8 3.465 88.00 8 - 1.20 8 - 2.00

    D i s c o v e r y 8 - 1.50

4 Range Rover (3.5L) 3528 P1467 8 3.500 88.90 8 - 2.00 8 - 4.75

C1467 8 - 2.00

5 Range Rover SD1 (low tension oil rings) (3.5L) 3528 P1928 8 3.500 88.90 8 - 1.60 8 - 4.75

C1928 8 - 1.60

6 Discovery (Diesel) (2.5L) 2496 S 5 1 4 0   + 4 3.562 90.47 4 - 2.50FK 4 - 3.00

    Land Rover 90 (Diesel) 4 - 2.00

7 Land Rover 2, 3 (2.3L) 2286 P1125 4 3.562 90.47 4 - 1.77 4 - 4.75

C1125 4 - 1.77

8 Sport (5.0L) S 5 4 4 0   + 8 3.642 92.50 8 - 1.20 8 - 2.00

8 - 1.50

9 Range Rover Vogue, EFI (3.9L) 3950 C1921 8 3.701 94.00 8 - 1.50 8 - 3.00

8 - 1.50

10 Range Rover Vogue, EFI (4.2L) 4250 C1921 8 3.701 94.00 8 - 1.50 8 - 3.00

8 - 1.50

11 Range Rover II (4.6L) 4553 S 5 1 3 0   + 8 3.701 94.00 8 - 1.20 8 - 3.00

8 - 1.50

12 Range Rover II (3.9L) 3950 S 5 1 3 0   + 8 3.701 94.00 8 - 1.20 8 - 3.00

    Range Rover SE, HSE 8 - 1.50

+ = Contains Ductile Or Steel Ring(s)  N = New Number  A = Standard Only   FK = Full Keystone   HK = 1/2 Keystone
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